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PHASE THREE

STEP 1 STEP 3
USING TEMPORARY LANE CLOSURES AND NCDOT STANDARDS 1101.02, SHEET 1 OF 7, COMPLETE EQUILIBRIUM PIPE INSTALLATION.
a) INSTALL TEMPORARY PAVEMENT MARKINGS AT THE FOLLOWING LOCATIONS:

-L- STA. 17+85 +/- TO -L- STA. 30+50 +/- STEP 4

b) REMOVE CONFLICTING PAVEMENT MARKING AND SHIFT ALL TRAFFIC INTO TEMPORARY

TRAFFIC PATTERN.

STEP 2

USING TEMPORARY LANE CLOSURES AND NCDOT STANDARD 1101.02, SHEET 1 OF 7,

a} REMOVE TEMPORARY PAVEMENT AND SHORING FROM NORTH SIDE. |
INSTALL SHOULDER BERM GUTTER, 2 BAR METAL RAIL AND WOOD RAIL ON NORTH SIDE

b
AS SHOWN BELOW.

a) USING TEMPORARY LANE CLOSURES AND NCDOT STANDARD 1101.02, SHEET 1 OF 7

AND REFERING TO SHEET PM-1
MARKINGS AT THE FOLLOWING [OCATIONS:
-L- STA. 17+00 +/- TO -L- STA. 31+00 +/-

b) REMOVE TEMPORARY TRAFFIC SIGNALS AND TRAFFIC CONTROL DEVICES.
SHIFT ALL TRAFFIC INTO FINAL TRAFFIC PATTERN.
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